
•  Operating force : 2 to 6 N
• Torque : 2.5 Nm max.
• Life expectancy : 50 million cycles
• EMC compatibility according to EN 61058-1
•  In accordance with EN 60079:2009* ; EN 60079-26:2007 ; EN 60079-

11:2012 ; EN 50303:2000

GENERAL SPECIFICATIONS

*Changes to the latest standards EN60079-0 :2018 and EN60079-26 :2015 do not affect 
compliance with the essential requirements. 

• Sealing : IP66 per IEC 60529 (switches mounted on panel)
• Operating temperature : -40 °C to +55 °C (-40 °F to +131 °F)
• Extreme thermal shock may briefly trigger the switch

ENVIRONMENTAL SPECIFICATIONS

•  Rated voltage : 5 V to 24 VAC/DC max.
•  Rated current : 200 mA max. at 6 VAC/DC

50 mA max. at 24 VAC/DC (power limited to 1.2 W for user group II)
• Contact resistance (ON) : 10 Ω max.
• Insulation resistance (OFF) : 5 MΩ min.
• Make impulse time : depending on actuating force and speed
• LED : 5 VDC, 10 mA to 20 mA depending on model

ELECTRICAL SPECIFICATIONS

Approved according to the ATEX 2014/34/EU directive
Sealed to IP66 (mounted on panel)
Easy to clean metal surface
Long life
Illuminated models

DISTINCTIVE FEATURES

PBA series
ATEX approved piezo switches

The company reserves the right to change specifications without notice.
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•  Case : 316L stainless steel
•  Terminals : multi-wire leads  

0.22 mm2, length 300 mm (11.81)
APEM products may be recycled at end-of-life for the re-claiming of valuable metal 
components.

MATERIALS

ATEX approved piezo switches

PBA series

Usage : mines full of fire damp and potentially explosive 
atmospheres of groups IIC,IIB et IIA in T4 temperature 
class and/or in the presence of combustible dust (T135°C).

AGENCY APPROVAL

II 1 G D ; I M1

Ex ia IIC T4 Ga ; Ex ia I Ma
Ex ia IIIC T135°C Da IP66
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BASIC PART NUMBER 

MODELS

R1 Bushing Ø 16 (.630), flat

R2 Bushing Ø 22 (.866), flat

R9 Bushing Ø 19 (.748), flat

R2 and R6 not available with illuminated ring.
 

R5 Bushing Ø 16 (.630),with finger location  
(non-illuminated only)

R6 Bushing Ø 22 (.866), with finger location

BUILD YOUR PART NUMBER

SERIES

PBA

OPTIONS

Blank Non-illum.

0B Blue

0G Green

0S Red

0Y Yellow

LED COLORS

ELECTRICAL FUNCTION

A NO (pulse)

A

COLORS/MATERIALS

B 316L stainless steel

B

APPROVAL

X ATEX

X

TYPE

M One-piece bushing
(non-illuminated)

A Illuminated ring
(Ø 16 and 19 mm)

L Illuminated dot
(Ø 22 mm)

TERMINALS

F Flying leads

F

RATINGS

000
200 mA max. at
6 VAC/DC - 50 mA
max. at 24 VAC/DC

000

ATEX approved piezo switches

PBA series

ABOUT THIS SERIES
Instructions for use : see instruction notice NTPBA007. 

Mounting accessories : Standard hardware supplied : 1 hex nut 10-621 (19 mm ac. flats), 10-855-0 (22 mm ac. flats) or 10-856-0 
(25 mm ac. flats), 1 O-Ring and 1 ground connector
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ATEX approved piezo switches

PBA series

Ø16 (.630) BUSHING - NON-ILLUMINATED

FICHIER: CPBAATEX-P21

le 16/01/09

ECHELLE: 0.7
indice A

CPBAATEX1-A

CPBAATEX2-A

CPBAATEX3-A

3.00
(.118)

(.250 x .031)
6.35 x 0.8

6.35 x 0.8
(.250 x .031)

(.250 x .031)
6.35 x 0.8

AWG24

Ø22.00x1.00 SI
(.866DIAx1.00 IS)

AWG24

20.00
(.787)

Ø
22

.0
0

(.
86

6D
IA

)
(1

.1
02

D
IA

)

(.197)

(.118)

(.768)

5.00

19.50

3.00

Ø
28

.0
0

(.748DIAx1.00 IS)
Ø19.00x1.00 SI Ø13.50

(.531DIA)

(.047)
1.20

1.20
(.047)

Ø13.50
(.531DIA)

(.
70

8D
IA

)
Ø

18
.0

0

(.177)
4.50

(.197)
5.00

AWG24

Ø16.00x1.00 SI
(.630DIAx1.00 IS)

(.787)
20.00

FICHIER: CPBAATEX-P21

le 16/01/09

ECHELLE: 0.7
indice A

CPBAATEX1-A

CPBAATEX2-A

CPBAATEX3-A

3.00
(.118)

(.250 x .031)
6.35 x 0.8

6.35 x 0.8
(.250 x .031)

(.250 x .031)
6.35 x 0.8

AWG24

Ø22.00x1.00 SI
(.866DIAx1.00 IS)

AWG24

20.00
(.787)

Ø
22

.0
0

(.
86

6D
IA

)
(1

.1
02

D
IA

)

(.197)

(.118)

(.768)

5.00

19.50

3.00

Ø
28

.0
0

(.748DIAx1.00 IS)
Ø19.00x1.00 SI Ø13.50

(.531DIA)

(.047)
1.20

1.20
(.047)

Ø13.50
(.531DIA)

(.
70

8D
IA

)
Ø

18
.0

0

(.177)
4.50

(.197)
5.00

AWG24

Ø16.00x1.00 SI
(.630DIAx1.00 IS)

(.787)
20.00

PBAR1AFB000MX

PBAR5AFB000MX

Ø16 (.630) BUSHING - WITH ILLUMINATED RING

Ø19 (.748) BUSHING - WITH ILLUMINATED RING

PBAR9AFB000AX

PBAR1AFB000A•X

Ø19 (.748) BUSHING - NON-ILLUMINATED

PBAR9AFB000MX
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FICHIER: CPBAATEX-P21

le 16/01/09

ECHELLE: 0.7
indice A

CPBAATEX1-A

CPBAATEX2-A

CPBAATEX3-A

3.00
(.118)

(.250 x .031)
6.35 x 0.8

6.35 x 0.8
(.250 x .031)

(.250 x .031)
6.35 x 0.8

AWG24

Ø22.00x1.00 SI
(.866DIAx1.00 IS)

AWG24

20.00
(.787)

Ø
22

.0
0

(.
86

6D
IA

)
(1

.1
02

D
IA

)

(.197)

(.118)

(.768)

5.00

19.50

3.00

Ø
28

.0
0

(.748DIAx1.00 IS)
Ø19.00x1.00 SI Ø13.50

(.531DIA)

(.047)
1.20

1.20
(.047)

Ø13.50
(.531DIA)

(.
70

8D
IA

)
Ø

18
.0

0

(.177)
4.50

(.197)
5.00

AWG24

Ø16.00x1.00 SI
(.630DIAx1.00 IS)

(.787)
20.00

ATEX approved piezo switches

PBA series

Ø22 (.866) BUSHING - WITH ILLUMINATED DOT

PBAR2AFB000L•X

PBAR6AFB000L•X

Ø22 (.866) BUSHING  - NON-ILLUMINATED

PBAR2AFB000MX

FICHIER: CPBAATEX-P21

le 16/01/09

ECHELLE: 0.7
indice A

CPBAATEX1-A

CPBAATEX2-A

CPBAATEX3-A

3.00
(.118)

(.250 x .031)
6.35 x 0.8

6.35 x 0.8
(.250 x .031)

(.250 x .031)
6.35 x 0.8

AWG24

Ø22.00x1.00 SI
(.866DIAx1.00 IS)

AWG24

20.00
(.787)

Ø
22

.0
0

(.
86

6D
IA

)
(1

.1
02

D
IA

)

(.197)

(.118)

(.768)

5.00

19.50

3.00

Ø
28

.0
0

(.748DIAx1.00 IS)
Ø19.00x1.00 SI Ø13.50

(.531DIA)

(.047)
1.20

1.20
(.047)

Ø13.50
(.531DIA)

(.
70

8D
IA

)
Ø

18
.0

0

(.177)
4.50

(.197)
5.00

AWG24

Ø16.00x1.00 SI
(.630DIAx1.00 IS)

(.787)
20.00

PBAR6AFB000MX

To order a product, replace • by the LED color code below : 

0B Blue
0G Green
0S Red
0Y Yellow
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APEM - SAS  au capital de 10 222 928,10 euros - RCS Montauban B342 898 384 - N° TVA : FR 76 342 898 384 

Siège social et Service commercial - 55 av. Edouard Herriot - BP1 - 82303 Caussade Cedex - France 

Tél. : +33 (0)5 63 93 14 98 - Fax : +33 (0)5 63 93 19 03 - E-mail : commercial@apem.fr - www.apem.com 

 
 

DECLARATION UE DE CONFORMITE  
EU DECLARATION OF CONFORMITY 

 
 Nous   Société APEM SA 
 We   BP1 82300 CAUSSADE 
 
 Déclarons sous notre seule responsabilité que les produits suivants : 
 Declare under our sole responsability that the following products :  
 
         Références / Part numbers 
 
 Interrupteurs pour appareils    PBA.AF.000…X 
 Switches for appliances      
 

 Satisfont aux dispositions de la Directive Européenne   2014/34/UE 
 satisfy the dispositions of Directive Concil     2014/34/EU 
 

Références des normes harmonisées pertinentes appliquées ou des autres spécifications 
techniques par rapport auxquelles la conformité est déclarée 
References to the relevant harmonised standards used or references to the other 
technical specifications in relation to which conformity is declared::  
 

EN60079-0:2009 + EN60079-26:2007 + EN60079-11:2012 + EN50303:2000 
  
 Number of EC-Type-examination : INERIS 07ATEX0043X/02 

Number of Production Quality Assurance Notification : INERIS 08ATEXQ408 issue 04 
Notified body : INERIS Parc Technologique Alata BP2 – F60050 Verneuil-en_Halatte 
   Identification number : 0080 

 
Additional information :  
Les modifications des dernières normes en vigueur EN IEC 60079-0:2018 et EN60079-26:2015 n’impactent 
pas la conformité aux exigences essentielles 
Changes to the latest standards EN IEC 60079-0: 2018 and EN60079-26:2015 do not affect compliance with 
the essential requirements 

 
 CAUSSADE, le 16 Octobre/October 2020 
 
 Signature   
 
 
 
         Marc ENJALBERT 
         Directeur général 

mailto:commercial@apem.fr













